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Notice 1

This manual cannot be reproduced in any form without the prior written permission of
SAMSUNG Electro-Mechanics Co., Ltd.

SAMSUNG Electro-Mechanics Co., Ltd. reserves the right to change this manual and the
specifications to improve products without prior notice. So you can get the most recent

software and user documentation for all MagicLAN products on our web site.
The users manual or instruction manual for an intentional or unintentional radiator shall
caution the user that changes or modifications not expressly approved by the party

responsible for compliance could void the user's authority to operate the equipment.

All other brand and product names are trademarks of registered trademarks of their

respective holders.

http://www.MagicLAN.com

Service Dept.
Tel : +82-31-218-2416,8,9,20 Fax : +82-31-218-2431
Sales Dept.
<America>
Tel : +82-31-218-2407,9,11 Fax : +82-31-210-5996
<Europe>
Tel : +82-31-218-2409 Fax : +82-31-210-5996
<Asia>
Tel : +82-31-210-5603 Fax : +82-31-218-2414
Japan
Tel : +82-31-210-5706 Fax : +82-31-210-5996
China

Tel : +82-31-210-5703 Fax : +82-31-210-5996

Copyright © 1999 - 2002 SAMSUNG Electro-Mechanics Co., Ltd.
All rights reserved.



Notice 2

WARNING

While installing and operating this transmitter and antenna combination the radio frequency

exposure limit of 1mW/cm” may be exceeded at distances close to the antennas installed.

Therefore, the user must maintain a minimum distance of 20 cm from the antenna.

Important Safety Information

Read these simple guidelines. Breaking the rules may be dangerous or illegal. SAMSUNG will
not be responsible for any damages caused by breaking the rules.

WLAN Card described in this document is approved for use in a wireless local area network.
Remember to make backup copies of important data.

When you are transferring data, keep your laptop computer stationary. Roaming between access
points (APs) may break the connection.

Only qualified service personnel must repair the equipment.

All wireless devices may get interference, which could affect performance.

Use approved accessories only. Do not connect incompatible products.

Use only accessories approved by the WLAN Card manufacturer for use with this particular W
LAN Card. The use of any other types will invalidate any approval or warranty applying to the
WLAN Card, and may be dangerous.

Use only the region settings appropriate for the area where the WLAN Card is used at the
present time. Using the card in any other region or with an incorrect region setting is prohibited
and may be illegal.

Operation of any radio transmitting equipment, including a WLAN Card, may cause
interference with the functionality of inadequately protected medical devices.

Do not use the WLAN Card on aircraft.

Do not use the WLAN Card at a refueling point.

Do not use the WLAN Card near inflammable materials or chemicals.

Do not use the WLAN Card where blasting is in progress.

Do not use the WLAN Card when the use of wireless device may cause interference or danger.
Do not use the WLAN Card where the use of cellular terminals is prohibited.

Microwave oven degrades the performance of wireless LAN drastically. So do not use the

WLAN card in the environment where Microwave oven is being used.
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TIMhps High Rate 802.11h Wireless LAN PC Card

B Specifications

Model Name

SWL- 2100N

System Interface

PCMCIA Type II

Frequency Band

2.400 ~ 2.4835GHz(Subject to local regulations)

Operating Voltage

3.3V£5%(5V optional)

Current Consumption

Receive :210mA(Typical)

Transmit : 370mA(Typical)

Data Rate

1, 2, 5.5 or 11Mbps

Spreading

DSSS(Direct Sequence Spread Spectrum)

Output Power

50mW(17dBm) for 22MHz Bandwidth, 7mW/MHz

Receive Sensitivity

Typically -84dBm at 11Mbps

Security

40-bit/104(128)-bit WEP Encryption

Antenna

Dual antennas supporting diversity

Available Drivers

Linux & Microsoft Windows 98/ME/NT/2000/XP/CE

Standards

IEEE 802.11b

Media Access Protocol

CSMA/CA

Temperature Range

Operating : 0~55C(32~131°F), Storage : -25~70C(-13°F~158°F)

Humidity

10% to 90% Non-condensing

Operating Range

(1024 bytes file transfer)

Open Space : 150m(500ft) at 11Mbps, 200m(660ft) at 2Mbps

Closed Office: 30m(100ft) at 11Mbps, 50m(160ft) at 2Mbps

Dimensions

113mm x 54mm x 6mm

Certifications
&

Regulatory Approvals

WHQL Certified (Designed For Windows 98/ME/NT/2000) .
Wi-Fi certified, FCC Class B, FCC Part 15.247, Canada, CE, Germany, Swiss, England,

other Europe Conturies and New R&TTE Approval, Korea, Japan

Copyright(©Samsung Electro-Mechanics Co., Ltd. All Rights Reserved.




**** Table: The Operating Channels

Channel# | Frequency FCC Canada ETSI Spain France Japan
1 2412MHz 0 0 0 0 0
2 2417MHz 0 0 0 0 0
3 2422MHz 0 0 0 0 0
4 2427MHz 0 0 0 0 0
5 2432MHz 0 0 0 0 0
6 2437MHz 0 0 0 0 0
7 2442MHz 0 0 0 0 0
8 2447MHz 0 0 0 0 0
9 2452MHz 0 0 0 0 0
10 2457MHz 0 0 0 0 0 0
11 2462MHz 0 0 0 0 0 0
12 2467MHz 0 0 0 0
13 2472MHz 0 0 0 0
14 2484MHz 0




1. MagicLAN Installation

1.1 Introduction

Thank you for your purchase of SAMSUNG MagicLAN. Installing this cards allow the
computer to join a wireless network based on the IEEE 802.11b (High Data Rate) WLAN
standard. You will be surprised how easy for you are a part of the network with no bother

of twisted cables.

1.2 Technical Background
e What is IEEE 802.11?
The IEEE 802.11 specification is a wireless LAN standard developed by the IEEE (Institute

of Electrical and Electronic Engineering) committee in order to specify an over an air

interface between a wireless client and a base station or Access Point (AP), as well as
among wireless clients. Like other IEEE 802 families, IEEE 802.11 specification addresses
both Physical (PHY) layer and Media Access Control (MAC) layer.

¢ IEEE 802.11 Physical (PHY) Layer

At the PHY layer, IEEE 802.11 defines three physical characteristics for WLAN: diffused
infrared, direct sequence spread spectrum (DSSS), and frequency hopping spread spectrum
(FHSS). While the infrared PHY operates at the baseband, the other two PHY's operate at
the 2.4GHz ISM (Industrial, Scientific, and Medical) band, which can be used for operating
wireless LAN devices without the need of end-user licenses. In order for wireless devices

to be interoperable, they have to be conforming to the same PHY standard.

¢ IEEE 802.11 Media Access Control (MAC) Layer

The IEEE 802.11 MAC Layer is mainly concerned with the rules for accessing the wireless
medium. There are two network architectures defined: Ad-hoc Network and Infrastructure
Network.

e Ad-hoc Network

Ad-hoc Network is an architecture that supports mutual communication among wireless
clients only. Since Ad-hoc Network does not support access to wired networks, it does not
need an Access Point to be a part of the network. You can use the network immediately

after setting up the operating mode by installing the supplied network driver.



e Infrastructure Network

Infrastructure Network is architecture that provides communication between wireless
clients and wired network resources. An Access Point (AP) and the associated wireless
clients define the transition of data. So a wireless client can access all the services that are

available for a regular wired LAN by using an AP.

Server

CAVA

e Roaming

Roaming is a service that allows wireless clients to use the network in motion by
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automatically changing the connection from an old Access Point to a new Access Point
when the clients enter in a new cell. During roaming the clients may observe the loose

connection or delay in accessing the resources of the network.

e Scanning, Beaconing & ESS ID
When a wireless client is initialized, it is necessary for it to find and communicate with the
correct group of wireless devices, including AP. At this point, it may search for all the

frequency channels and this process is called scanning.

There may be multiple APs and networks operating at the same time. It may be necessary
to ensure that the station joins with the correct network during the scanning process. To
achieve this, each AP is assigned to be part of a logical group called the Extended Service
Set (ESS). The name of this logical group is the ESS ID. When roaming is operating, there

may be several Access Points as part of the same ESS.

After the power on, wireless clients will listen on its default frequency channel. It will be
listening for beacons sent by another wireless station or AP. Beacon is a short message
containing the ESS ID that will be broadcast roughly ten times a second. When the wireless
station hears a beacon and the ESS ID in the beacon matches its own, the client knows that
it is on the correct channel and can communicate with its group. If no beacons are seen, or
if the ESS ID does not match, the wireless client may move to the next frequency channel

and repeat this listening procedure.

In case of direct sequence spread spectrum (DSSS) physical layer, this scanning process

occurs at start up and may also occur when the client roams between APs.

1.3 MagicLLAN Overview

e The MagicLAN SWL-2100N(PC Card) are wireless LAN cards that provide wireless

connection between computers.

e The MagicLAN is designed to operate with IEEE 802.11 (wireless LAN International
Standard) wireless compliant radio cards and uses a CSMA/CA (Collision Sense Multiple
Access with Collision Avoidance) algorithm as the media access scheme, which makes

high speed communication (with minimal collision probability) possible.

e The MagicLAN supports DSSS (Direct Sequence Spread Spectrum) physical layer. This
is a radio technique, which scrambles the data prior to transmission and uses a correlation

technique on receiver to improve the signal to noise ratio and makes it possible to

10



communicate in the office having a wall and a compartment.

e The function of the MagicLAN Access Point is to transfer information from a wired LAN
to a wireless LAN and vice versa. When operating, the MagicLAN AP is invisible to most
users (Normally, unless the user is an administrator, the MagicLAN AP cannot be seen or

accessed by users on the network).

e The SWL-2100N both for Laptop PC and Desktop PC is small and portable as a roaming

function is provided for users who need network services while maintaining mobility.

e The MagicLAN supports various network software. The network driver is provided to
support network software such as Windows 95(OSR2), Windows 98/98SE,ME, Windows
NT 4.0, Windows 2000, Windows XP, Windows CE.

e To get further information of Samsung MagicLAN WLAN Card, please visit our website

at http://www.magiclan.com to download the respective drivers.

11



2. Before the Installation

The following section will assist you in installing your WLAN Adapter successfully. You
will install the MagicLAN Card and software (driver & utility), and finally set the network
properties to accommodate resource sharing and select the type of wireless network that
you wish to install. The MagicLAN can easily be installed and used, without bothering to
connect cables for keeping your computer to use network resources, as in case of a wired
LAN.

2.1 What is in Your Package?

Please check the contents of the box to make sure everything is included and ready for use.

Here is the list of what you should have in your package:

e SWL-2100N(PC Card)
e Samsung MagicLAN Installation CD

2.2 System Requirement

e Operating System: Windows 95(OSR2), Windows 98SE(98), Windows ME, Windows
NT 4.0, Windows 2000, Windows XP, Windows CE

e Laptop Computer with a CD-ROM drive.

e Laptop Computer that have a PCMCIA slot, extra IRQs and I/O address.

2.3 Preparations For Installation
<> You have to prepare Installation CD which is provided by manufacturer.

<> You can just install SWL-2100N cards to use Ad-hoc network.

<> You need to install Access Poing(AP) to use Infrastructure network.(Refer to the AP
Manual about the installation method of AP)

<> You may need the original CD of (Windows 95(OSR2), Windows 98SE(98),Windows
ME, Windows NT 4.0, Windows 2000, Windows XP) to set network environment.

12



3. MagicLAN Installation For
Windows 98/ME/NT4.0/2000/XP/CE

We will explain the installation method for SWL-2100N(PC Card) .

3.1 Installation Overview

Here are some steps you will perform in establishing your wireless network connection:

1. Install the Access Point at first. AP is needed in case of Infrastructure network
mode.
You should install the Wireless LAN Card (SWL-2100N).
Install the software using the Installation CD.
Install the network protocol(s) required to communicate on your network. Most
likely you will need the TCP/IP protocol.

3.2 Installation Procedure of Windows 98

Please follow the following steps one by one to install the PC card successfully.

< Method 1 - Inserting card first >

1. Insert the PC Card into the PCMCIA slot of your computer.

2. Add New Hardware Wizard appeared and the system looks for “SAMSUNG-
11Mbps WLAN Card”. Press NEXT button and check if Search for the best
driver for your device(recommended) is slected and then press NEXT button .
Insert the MagicLAN Installation CD into the CD-ROM drive.

Add New Hardware Wizard

This wizard searches for new drivers for “hat do you want Wincows to do?

SAMSUNG-11Maps WLAN Card  Eizarch for the biost diver for yoir device.
&

(Recommen ded)

Adevice diiver is a software program that makes o hardware  Display a list of all the: drivers in & specific lacation. s

i
you can selectthe driver you want

3. Mark the Specify a location tap and type “E:\Drivers” right below in this
tap(Where E is the CD-drive of your PC).

13



Add New Hardware Wizard

‘winclows will search for new drivers in its driver database on
wour hard drive, and in any of the following selected locations
Click Mext o start the search

[~ Eloppy disk drives
™ CO-ROM drive
™ MicrosoftWindows Update

i

IE \drivers

[
Browse...

< Back I et > I Cancel |

Then press NEXT button.

Winclows driver file search for the device:

SAMIUNG 11Mbps WLAN PC Card(3V)

“indows is now ready to install the best driver for this device.
Click Back to select a different driver, ar click Nextto continue

Location of driver.

@ EADRIVERSYNETSWL1TINF

< Back Cancel |

You can find the “SAMSUNG 11Mbps WLAN PC Card ” and now it is ready to

install our software.

4. Press NEXT and system will copy driver files. You may require Windows 98
CD.

Add New Hardware Wizard

SAMSUNG 1TMbps WLAN PC Card(3V)

Windows has finished installing the software that yaur new
hardware device requires.

< Bk Cancel |

Now driver files are fully installed to start the Wireless LAN Card’s operation.

System Settings Change il
@ Tofinish setting up wour new hardware, you must restart your computer.

Do you want to restart your computer now?

Yes | Mo

14



If screen message Do you want to restart your Computer now will pop up, select

No.

5. After rebooting your computer, right click on the My Computer using the

mouse and click Properties.
Check for the SAMSUNG 11Mbps WLAN PC Card by

clicking on the Device

Manager. If you find the Yellow sign on the adapter, it shows the installation is

not successful. Select the Adapter and click on Remove.

after uninstalling the driver. (See the Adapter Removal in
System Properti

General Device Manager | Harchware Profiles | Peﬂormancel

* View devices by type  Wiew devices by connection

Restart your computer

section 3.9)
2| x|

E Computer

[+ &2 COROM

[+ Disk drives

[#- @ Display adapters
- Floppy disk controllers
-2y Hard disk controllers
[]'@ Keyhoard

-

&

% Manitars

1B PCMCIA socket
H é Pors (COM & LPT)

£
£
H Sound, video and game contrallers
£
£

H Q System devices
H ﬁ? Universal Setial Bus controllers

Froperies | Refresh Eemove |

7. Right click on the Network Neighborhood using the mouse. Select Properties

from the pop up menu. The network box appears and you see three main tabs:

Configuration, Identification and Access Control.

8. Click on the configuration tab and then click on the add button. Select Network

Component Type box appears. Click on the Protocol then click the Add button.

Select Network Component Type m

Click the type of netwaork companent you want to install:

piter

I Al

A client enables vour computer to connect to other
computers.

9. Select Network Protocols box appears. From the list of manufactures, click on
Microsoft. From the list of network protocols list, select IPX/SPX and TCP/IP,
then click OK.( If you want, you can install the NetBEUI protocol.)

15



3 ethernet Protocol

%~ Banyan VINES token ring Protocol

10. Select the TCP/IP-> SAMSUNG 11Mbps WLAN PC Card option for setting
the IP address value, Gateway value and DNS value of your computer. After
setting these parameters appropriately, click OK to return to Network
Component Type.

Client far bicrosoft Netwarks
SAMSUNG 11Mbps WLAN PC Card(3V)
P! SPH-compatible Protocol

TCP/IP Properties

—

Clignt for ki

255 .255.295. 0

11. you can select the File and Printer Sharing options as well as the access to

16



your computer by other users connected to that network by setting the

appropriate options.
2%

Canfiguration | |dentification | Access Contral

The following netwark cormponents are installed:

Client for Micros oft Networks
SAMSUNG 11Mbps WLAN PC Card(3V)
P SPH-compatible Protocol
TCRAP

File and Print Sharing E

¥ lwantto be able to give others access to my files

¥ {wantto be able to allow others to print to my printer(s) :

0K I Cancel

Description

Ok | Cancel |

12. Screen message ‘Do you want to restart your computer now?’ will pop up.

Select Yes. It will shut down your computer and will restart.

System Settings Change B

¥'ou must restart your computer before the new settings will take effect

Do wou want to restart your computer now?

13. After booting the computer, you have to draw out and re-insert the MagicLAN
Installation CD to be automatically installed. You can click ‘Install
Configuration Utility’ to install our utility. Choose the appropriate language

when a context box appeared to choose utility’s language.

& SAMSUNG MagicLAN Installation

AP AaoicLAN

[ magiclan.com |

4

Install Configuration Utility

W

rvironment,

Lt

's Guide,

14. You can set up Wireless LAN environment by our utility program provided.

17



Refer to ‘Chapter 4’ in this manual.

< Method 2 — Installing software first >

1. If you insert the MagicLAN Installation CD into the CD-ROM drive, software will
launch automatically. Then, click on the ‘Install MagicLAN Driver’.

% SAMSUNG MagicLAN Installation

T spuciclAN €

[ ragiclan.com|

Install MagicLAN Driver“‘

L-2100U USB Driv

2. You can see the pictures of Wireless LAN Cards by model name.(SWL-
2000/2100N/E PC Card). Click on the model name to install it’s driver.

& SAMSUNG MagicLAN Installation

&P VaoicLAN

[wewermagiclan.com )

3. Click on Operation System in the right screen in which you want to install driver.

18



4 SAMSUNG MagicLAN Installation

TP rrugicl AN

[ magiclan.com ]

Operating System

Wing5, 98, Me, 2K, XP @

nstall the proper Biver)

agicl&N iz the registerad Trademark

4. After installing driver, insert card.

5.The other procedures are same to 5~14 of < Method 1 - Inserting card
first >.

Cf.) The third method :

You can combine ‘Method 1’ with ‘Method 2’. In other words, after inserting
card into the computer, you can install driver and utility by using the installshield
instead, not by the inf file. In case of Windows 2000 and Windows XP, system will

recognize the card automatically during installation .

Notice that if you install a card after removing it in a Device Manager, you have to
mark the check box(“Do you want to scan for hardware changes?”). The function is

same to the “Refresh” in ther Device Manager.
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3.3 Installation Procedure of Windows ME

Please follow the following steps one by one to install the PC Card successfully.

< Method 1 - Inserting card first >
Insert the PC Card into the PCMCIA slot of your computer.

2. “Add New Hardware Wizard” appeared and the system looks for
“SAMSUNG-11Mbps WLAN Card”. Check if Search for the best driver for
your device(recommended) is slected. Insert the MagicLAN Installation CD
into the CD-ROM drive.

Add New Hardware Wizard

‘windows haz found the fallowing new hardware:
SAMSUNG-11Mbps WLAN Card
windows can automatically zearch for and inztall software

that supports your hardware. |f your hardware came with
installation media, insert it now and click Mext.

‘what would pou like to do’?

i+ Automatic search for a better diiver [Recommended)

™ Specify the location of the diver [Advanced)

< BaciC I Mest > I) Cancel

3. You can find the “SAMSUNG 11Mbps WLAN PC Card ” . And the system will
copy driver files. You may require Windows ME CD. You can click Yes in the
“Digital Signature Not Found” Message box.

Add New Hardware Wizard

< Back | Finish I Catice I

Now driver files are fully installed to start the Wireless LAN Card’s operation. If
screen message ‘Do you want to restart your Computer now?’ will pop up, select
No.
4. After booting the computer, right click on the My Computer using the mouse
and click property.
5. Check for the SAMSUNG 11Mbps WLAN PC Card by clicking on the Device
20



Manager. If you find the Yellow sign on the adapter, it shows the installation is
not successful. Select the Adapter and click on Remove. Restart your computer

after uninstalling the driver. (See the Adapter Removal in section 3.9)
System Properties 2=l

General Device Manager I Hardware F‘mfilesl Perfarmance I

& iew devices by type  Wiew devices by connection

Computer

[-&5 1394 Bus Contraller
=5 COROM

=D Disk drives

@ Dizplay adapters
52 Floppy disk contrallers
52 Hard disk controllers
-6 Keyboard

Monitars
T Mouse
=FEN etwiork, adapters:
L HB SAMSUNG 11Mbps WLAN PC Card(3v)
C@ Other devices

@ PCMCIA socket

W Ports [COM &LFT)

|»

[+ Sound. video and game contrallers
o L b deiees =l
Properties | Refresh | Femove I Frint... |

oK I Cancel I

6. Right click on the Network Neighborhood using the mouse. Select Properties
from the pop up menu. The network box appears and you see three main tabs:
Configuration, Identification and Access Control.

7. Click on the configuration tab and then click on the add button. Select Network

Component Type box appears. Click on the Protocol then click the Add button.
21

Configuration |

The follawing netwark components are installed:

SUNG 11kbps WLAN PC Card(3V)

Add... Femove Froperties |

Pratocol iz a language’ a computer uses, Computers
vzt uze the zame protocal to communicate.

[1]:4 I Cancel I |

8. Select Network Protocols box appears. From the list of manufactures, click on
Microsoft. From the list of network protocols list, select IPX/SPX and TCP/IP,

21



then click OK.( If you want, you can install the NetBEUI protocol.)

Select Metwork Compon 2=l

Click the tppe of network component you want to install:

Add...
Cancel |

Select Metwork Protocol |

Click the Metwork Protocal that vou want to ingtall, then click OF. IF pou hawe
E an installation disk for this device, click Have Disk.

Manufacturers: Metwork, Protocols:

ATH Call M anager

ATH LAN Emulation Client
P/ SPx<-compatible Protocol
MetBELI

FPP over ATM [protocal]

Have Dizk. .. |
< oK I> Cancel |

9. Select the TCP/IP-> SAMSUNG 11Mbps WLAN PC Card option for setting
the IP address value, gateway value and DNS value of your computer. After
setting these parameters appropriately, click OK to return to Network
Component Type.

TCPAP Properties 2

Bindings | Advanced Melos |
DMS Configuration I Gateway I WINS Configuration [P Address

An P address can be automatically assigned to this computer.
If paur metwork. does not automatically azsign IP addresses, ask
your network, administrator for an address, and then tpe it in
the space below.

" [Obtain an IP addiess automatically

@ Specify an P address:

[v¥ Detect cornection to network media

[1]3 | Cancel I

10. you can select the File and Printer Sharing options as well as the access to
your computer by other users connected to that network by setting the

appropriate options.

22



2| x|
Configuration Identificationl Access Control
The fallawing network components are installed:
el 3
W | want to be able to give others access to my fles.
¥ | want to be able to allow others to print to my printer(s).
QK Cancel |

FTITary 9 AarE, CogarT

Client for Microsoft Metworks j

File and Print Sharing... |
Description
ak. | Cancel |

11. Screen message ‘Do you want to restart your Computer now?’ will pop up.
Select Yes. It will shut down your computer and will restart.

12. After booting the computer, you have to draw out and re-insert the MagicLAN
Installation CD to be automatically installed. You can click “Install
Configuration Utility” to install our utility. Choose the appropriate language
when a context box appeared to choose utility’s language.

& SAMSUNG MagicLAN Installation

& MagicLAN €

[ v miagiclan.com |

4

Install Configuratisn“Utility

nfigLration

13. You can set up Wireless LAN environment by our utility program provided.
Refer to ‘Chapter 4’ in this manual.

< Method 2 — Installing software first >

If you insert the MagicLAN Installation CD into the CD-ROM drive, software will
launch automatically. Then, click on the ‘Install MagicLAN Driver’.
23



4 SAMSUNG MagicLAN Installation

TP rruoicL AN

[ magiclan.com|

Install MagicLAN Driver“‘

2. You can see the pictures of Wireless LAN Cards by model name.(SWL-
2000/2100N/E PC Card). Click on the model name to install it’s driver.

% SAMSUNG MagicLAN Installation

AP NaoicLAN

[ Magiclan.corm |

& SAMSUNG MagicLAN Installation

AP aoicLAN

[ Magiclan.com |

Wind5, 98, Me, ZK, XP ™

Operating System

4.After installing driver, insert card. You can click Yes in the “Digital Signature Not

Found” Message box.
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5.The other procedures are same to 4~13 of <Method 1 - Inserting card
first >

Cf.) The third method :

You can combine ‘Method 1’ with ‘Method 2’. In other words, after inserting
card into the computer, you can install driver and utility by using the installshield
instead, not by the inf file. In case of Windows 2000 and Windows XP, system will

recognize the card automatically during installation .

Notice that if you install a card after removing it in a Device Manager, you have to
mark the check box(“Do you want to scan for hardware changes?”). The function is

same to the “Refresh” in ther Device Manager.
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3.4 Installation Procedure of Windows NT4.0

Please follow the following steps one by one to install the PC Card successfully.
There are two cases: when there is no Windows NT networking Installed and the other
when the Windows NT networking is already installed.
1. Insert SAMSUNG 11Mbps WLAN PC Card into the PCMCIA slot and power on
your computer.
2. Restart your computer and follow the below procedures.
Notice that there’s some difference between When Windows NT networking is not
installed and When Windows NT networking is already installed

<CASE1> When Windows NT networking is not installed:

1. Since there is no Windows NT networking installed yet, you should install your
driver manually. To do so, click on Start in task bar, go to Settings and then to
Control Panel.

Under Control Panel, double click on Network icon.

Since there is no Windows NT networking installed yet, you maybe asked if you
want to install NT networking first. Click on Yes and then Network Setup Wizard
will be start. Select ‘Wired to the network’ and click on ‘Next’. In ‘network setup

wizard’ box, click on ‘Select from list button’.
Metwork Setup Wizard

Wwindows MT needs to know how this computer should
patticipate on a network.

' nected to the netwark by an
1SDN Adapter or Mebwork Adapter.

‘? [ Bemote access to the netwaork:

“f'our computer uses a Modern to remately connect
b the netwark.

Metwork Configuration

& windows NT MNetworking iz not installed.

Do pou want ko install it now?

<Eacl< I Mext > |> Cancel
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Hetwork Setup Wizard

To have getup start zearching for a Network Adapter, click Start
Search button.

Start Search |

Metwork Adapters:

Select from list... |

[dErt s | Cancel I

4. In Select Network Adapter box, click on Have Disk button.

Select Network Adapter HE

Click the Metwark Adapter that matches your hardware, and then

click OF. |f you have ah inztallation disk for this component, click
Have Disk.

Metwork &dapter:

= 3Com Etherlink |l Adapter [alzo 116 and 1B TR ﬂ
3Cam Etherlink [l 1SA/PCMCLA Adapter

B8 3Com EtherLink 111 PCl Bus-M aster Adapter [3C590)

B 3Com Etherlink 16/EtherLink16 TP Adapter

|
BE 2 e C ot Dbl il DEL AN A OODACE T A A b (ICEQR)

-

1] 3 | Cancel |

5. In Insert Disk box, you may be asked to specify the necessary software directory.
Insert the MagicLAN Installation CD into the CD-ROM drive. Type in D:\nt40
(Where D is the CD-drive of your computer) in the blank and click on OK.

Insert Disk
Ingert disk with soft ided by the saft
P herdware manufactures 1 the les con be found at a
different location, f I ther drive b
st o onplo nrobrdvepe s e |
|D:hntd
6.

In Select OEM Option box, you will see SAMSUNG 11Mbps WLAN PC Card and

select the correct card type and click on OK. You confirm the SAMSUNG 11Mbps
WLAN PC Card on the next message box. Click on NEXT.
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Select OEM Option

Chooze a software supparted by thiz hardware manufacturer's disk.

SAMSUING 1TMbps WLAN MiniPCL/PCI Card
M d

NG 11H

Ok I Cancel | Help |

7. Select the network protocols by clicking on the check box. And click on NEXT.

You must select “TCP/IP Protocol’ among these network protocols at least.
Metwork Setup Wizard

Select the netwarking pratacols that are uzed on your netwark.
If you are unzure, contact your system adminiztrator.

Metwork Protacals:
U TCPAP Protocal
[ WwLirk PSP Campatible Transpark
1%~ NetBEUI Protocal

Select from list.. |
<Eac:l< | Mext > |> Cancel I

8. In the next box to choose network services to use, make sure that all the services

you want to use are checked and click on Next.
Metwork Setup Wizard

Listed below are the services that will be installed by the system,
You may add ta this list by clicking the Select fram list buttan.

Workstation
Server

Select fram list... |
< Back I Mest > I Cancel I

9. In the next box it is confirmed that necessary NT networking components are
selected. Click on Next.
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Hetwork Setup Wizard

‘windows MT iz now ready to install networking components that
you selected and others required by the system.

This process will allow individual components to ingtall
themselves and raize dialogs so that they may install corectly.

Click Mest to install selected components.

Click. Back to make changes to your zelections.

Cancel |

10. When you are asked to specify the directory that the necessary NT files are copied
from, insert your Windows NT CD and type in D:\i386(Where D is the CD-drive of

your computer) in the location blank.
Windows NT Setup

Setup needs to copy zome Windows MT files.

Setup will look far the files in the location specified below. — |
If pou want Setup to look in a different place, type the

new location. Wwhen the location i corect, click
Continue.

11. Some files from the D:\i386 directory are copied and you may be prompted the

same box to ask you to specify where NT files are once more. Since it is looking for
some files form the MagicLAN Installation CD, insert your MagicLAN Installation
CD in CD drive and type D:\nt40 in the blank location and click on continue.

Windows NT Setup ]

[@ Setup needs to copy some Windows MT files.

Setup will look faor the files in the location specified below. — |
If pou want Setup to look in a different place, type the

new location. When the location is comect, click
Cantifue.

D:hntd0

12. Card Setup box may appear. Set each parameters (Interrupt, I/O, Network mode,
ESSID, and Tx rate etc.) for the proper LAN card configuration.
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 Resource;

Interrupt Mumber 10 - |0 Biase Addr |4DDD vl
— Propertie:

MNetwork lm ESSID e

WEP Feq lm Threshold [ -
Authentication IW FShiode lm
Station Name Iclient—

0K | CANCEL |

13. TCP/IP Setup message will pop up. Select NO for not using DHCP. If you select
the DHCP option for TCP/IP, you do not need to set the values.

TCP/IP Setup ]

If there is a DHCP server on your netwark, TCPAP can be configured to dynamically provide an |P address. [f pou are not sure, ask pour spstem
adminizstrator. Do pou wish to use DHCP?

14. If you select the No, enter the IP Address, Subnet Mask, Gateway, and DNS
values respectively and then click on OK.
Microzoft TCP/IF Properties EHE

IP Address | DNS | WINS Address | Routing |

An IP address can be automatically azzigned to this network. card
by a DHCP server. If your network does not have a DHCP zerver,
azk pour network adminigtrator for an address, and then type it in
the space below.

Adapter:

" Obtain an IP address from a DHCP server
& Specify an IP addres:

1P Address: I . . .
Subret Mask: I . . .
Default Gateway: I . . .

Advanced... |
] I Cancel | Ll |

15. Binding properties will pop up. Click on NEXT.
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Hetwork Setup Wizard

‘You may uze thiz page to dizable network bindings or arrange the
order in which this computer finds information on the network.

Show Bindings for:

MetBIOS Interface
Server

Work station

Enable Dizable I awe e I fawe Dgwnl

<Eack(| et > I) [Eatice] I

16. Now it is ready for starting network. Click on NEXT.

Metwork Setup Wizard

Windows MT is now ready to start the network so that you can
complete the installation of networking.

Click Mext to start the netwark.

Click Back to stop the network if it iz running.

17. You can assign Workgroup/ Domain name. And click on NEXT.

Metwork Setup Wizard

Select whether your computer will be participating in a work group
or a domain and enter the name of the workgroup or domain. IF
you are not sure which one to select or what name to enter,
contact your Metwork Adminstrator.

LComputer M ame: FIUMEE]

b ake thiz computer a member of

& wokgroup:  [WORKGROUP

" Domair; |

= Ereate o Bampiter Seaanm i e Diemai

< Back I Hest > I [Eatize]

18. Click on the Finish and it will ask you whether you want to restart your computer
or  not. Click on No.
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19. You have to insert the MagicLAN Installation CD to be automatically installed.
20. You can click ‘Install Configuration Utility’ to install our utility. Choose the

appropriate language when a context box appeared to choose utility’s language.

& SAMSUNG MagicLAN Installation

& MagicLAN €

[wevew.magiclan.com ]

4

Install Configuration“Utility

21. You should reboot the computer to use our utility properly in the NT-based
OSs(Windows NT4.0, 2000, XP).

22. You can set up Wireless LAN environment by our utility program provided. Refer to

‘Chapter 4’ in this manual.

<CASE2> When Windows NT networking is already installed:

1. Since there is no Windows NT networking installed yet, you should install your
driver manually. To do so, click on start in task bar, go to Settings and then to
Control Panel.

Under Control Panel, double click on Network icon.
Select the Adapter. And click on Add.

Network 2=

\dentlflcahoml Ser\ncesl Pratocols  Adapters |B|nd|ngs|

Metwork Adapters

Add EemEe Bropeties UrdlEte

[term Hetes

0K Cancel
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4. In Select Network Adapter box click on Have Disk button.
Select Network Adapter

Click the MNetwark Adapter that matches yaour hardware, and then click OK.
[ you hawve an installation disk for this component, click Hawe Disk

(21 ]

Network Adapter:
54 16-bit Ethernet Adapter il
Com Etherlink Il Adapter (alsa 1116 and 116 TF)

3Com Etherlink Il I5A/PCMCIA Adapter

3Com EtherLink Il PCl Bus-tdaster Adapter (3C590)

3Com Etherlink1B/EtherLink16 TP Adapter

3Com Fast EtherLink PCI10/100BASE-T Adapter (3C555) =

3Com Fast Etherlink xL Adapter (3C305)
-
-~
oK I Cancel |

In Insert Disk box, you may be asked to specify the necessary software directory.

5.
Insert the MagicLAN Installation CD into the CD-ROM drive. Type in D:\nt40
(Where D is the CD-drive of your computer) in the blank and click on OK.
Insert Disk B
B Rarawere menuiacuner ihe fies oan b foun a6 diferen
:ﬁgsatl;DE:,Df;r example on another drive type a new path to the e — |
6. In Select OEM Option box, you will see SAMSUNG 11Mbps WLAN PC Card and

select the correct card type and click on OK. You confirm the SAMSUNG 11Mbps
WLAN PC Card on the next message box. Click on Next .

Select OEM Option

Choose a software supported by this hardware manufacturer's disk.

SAMSUNG 11Mbps WLAN MiniPCI/PC] Card
[

(3 11Mb L PLCard

Ok I Cancel | Help |

7. Card Setup box may appear. Set each parameters (Interrupt, I/O, Network mode,

ESSID, and Tx rate etc.) for the proper LAN card configuration.
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-
Dissted =]
[Gpan Syrem ]

_fed, [ Fomove | Propoties. | Upise |

SAMSUNG 11Mbps WLAM PC Card

—

9. Click on Bindings.
10. Click on the Protocols. Select ‘TCP/IP Protocol’ and click ‘Properties’
11. You can select either DHCP or Static for the IP address. If you select DHCP, you

do not need to specify the IP address. In case of Static, enter [P Address, Subnet
Mask and Gateway respectively.
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Microsoft TCP/IP Properties EHE

IP &ddiess | DNS | WINS Address | Routing|

An [P address can be automatically assigned ta this network. card
by & DHCP zerver. |f your network does not hawve a DHCP server,
azk pour network administrator for an address, and then type it in
the space below.

Adapter:

AM PC Card

€ Obtain an IP addiess fom a DHCP server

& Specify an P address

1P Address: I . . .
Subnet Mazk: I . . .
Default Gateway: I . . .

Advanced.. |
QK I Cancel | Apply |

12. Select ‘DNS’ tab and enter the appropriate values. Ask your network administrator
about the detailed matter.

13. Select “WINS Address’ tab and enter the appropriate values. Ask your network
administrator about the detailed matter.

14. Select ‘Routing’ tab and enter the appropriate values. Ask your network
administrator about the detailed matter. After you add the TCP/IP protocol, click
on the OK once more. System will ask you whether you want to restart your
computer or not. Click on NO. Now your network is established successfully.

15. You have to insert the MagicLAN Installation CD to be automatically installed.

16. You can click ‘Install Configuration Utility’ to install our utility. Choose the

appropriate language when a context box appeared to choose utility’s language.

> SAMSUNG MagicLAN Installation

Phimsune MagicLAN E :

[ woww.magiclan.com |

4

Install Configuration, Utility

W

17. You should reboot the computer to use our utility properly in the NT-based
OSs(Windows NT4.0, 2000, XP).
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18. You can set up Wireless LAN environment by our utility program provided. Refer
to ‘Chapter 4’ in this manual.
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3.5 Installation Procedure of Windows 2000

Please follow the following steps one by one to install the PC Card successfully.

< Method 1 - Inserting card first >

1. Insert the PC Card into PCMCIA slot of your computer.

2. Found New Hardware Wizard appeared and the system looks for “Network
Controller”. Press NEXT button and check if “Search for the best driver for your
device(recommended)” is slected and then press NEXT button. Insert the
MagicL AN Installation CD into the CD-ROM drive. You can ignore the MagicLAN

Utility’s screen of the CD-ROM..

Welcome to the Found New
Hardware Wizard

This wizard helps you install a device driver for a
hardware device

To continue, click Mext

Install Hardware Device Drivers

A device driver is a software program that enables a hardware device to work with
N operating systsm

This wizard will complete the installation for this dewice:

@ SAMSUNG 11Mbps_WLAN_Card

& devics diiver is a softwars progam that makes & hardware devics work. 'Windows
needs diiver fles for your new device. Ta lacate diiver fles and complete the
installation click Ned

Wihat do you wank the wizard to do?

+ Search for a suitable driver for my devics [recommended)

" Display a list of the known diivers for this device so that | ean choose a specific
driver

<€§:k | Hews D Cancel |

< Bgk | Nest » | ancel |

3. Mark the “CD-ROM drivers” tap and then press NEXT. You can find the INF file

and now it is ready to install our software.

Found New Hardware Wizard

Locate Driver Files
‘Where do you want Windows to search for diiver files?

Found New Hardware Wizard

Driver Files Search Results
The wizard has finished searching for driver files for pour hardware device.

Search for driver files far the following hardware device:

@ SAMSUNG 11Mbps_WLAN_Card

The wizard searches for suitable drivers in its driver database on your computer and in
any of the following optional search locations that you specify.

To start the search, click Next. If you are searching on a flappy disk or CD-ROM diive,
insert the: flappy disk or CD before clicking Mext
Optional search locations:

I™ Floppy disk diives

¥ CDROM drives

I~ Specify a location

I= Micmsoft Windows Update

The wizard found a driver for the following device:

@ SAMSUNG 11Mbps_WLAN_Card

“wfindows found a drives for this device. To install the driver Windaows found, click Nest.

™ gidiverstttnatsul inf

< Kgck I Mext > I

ancel |

4. Press NEXT and system will copy driver files. You can click Yes in the “Digital

Signature Not Found” Message box.

Now driver files are fully installed to start the Wireless LAN Card’s operation.
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Found New Hardware Wizard

Completing the Found New
Hardware Wizard

\> SAMSUNG 11Mbps wLAN PC Card(3¥)

Windows has finished instaling the software for this device

To close this wizard, click Finish.

cBeok | Fmsh | | ool |

5. Check for the SAMSUNG 11Mbps WLAN PC Card on the Device Manager of a
Computer Management in the Administrative Tools . If you find the Yellow sign on the

adapter, it shows the installation is not successful. In this case, select the adapter and click
on Remove. Restart your computer after uninstalling the driver to make the changes
effective. (See the Adapter Removal in section 3.9)

E Computer Management

|J fetion  Yiew |J &= o= | |

=10 %]

2| A

Tree I [=]- 4=, FUMEE-FLIITSU 1=
Batteries
C ey M b {Local 1}@‘
8 e o )
G - Disk drives

[]--@ Ewent Viewer

E]---% System Information

B8 Performance Logs and Alerts
E

g Display adapters

[#--L8) DVDHCD-ROM drives

--a Floppy disk controllsrs

[H-ED Floppy disk drives

-2 IDE ATAJATAPT controllers
@ Kevboards

Mice and other pointing devices

-] Shared Folders

----- _.E..r Device Manager
[+ Local Users and Groups
[—]@ Storage

----- |21 Disk Management

----- m Disk Defragmenter
=2 Logical Drives

[]--@ Removable Storage - .
I SAMSUNG 11Mbps WLAN PC Card(3y
[]--& Services and Applications H & Ps ard(v)

CQ Other devices -
(-9 PCMCIA adapters
- ¥ Ports (COM & LPT)
=

< Sound, video and game controllers

RS Budio Codecs

~ ESS MaestroZE PCI AudioCrive (WDM)

< Legacy Audio Drivers

< Legacy Video Capture Devices ;I

6. Right click on the Network Places using the mouse and double-click on the Local

Area Connection ,and then click on Properties.
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J File Edit ‘Wiew Favorites Tools  Advanced  Help ﬁ
J 4=Back - = - | Qsearch [ Folders  {HHistary |%’ &
J Address I Metwork and Dial-up Connections j @Go
5=l ocal Area Connection Properties 21|
= [
General
MakeMew | oeal prea |
Connection  Connection .
Connect uzing:
SRS 4 T WA Iuﬁ SAMSUNG 11Mbps WLAN PC Card(3V]

Components checked are uzed by thiz connection:
Clignt for bi ety
vz File and Frinter Sharing for Microzoft Networks
U NwLink NetBIOS

T’: Miw/Link [P=/S P MetBI0S Compatible Transporlt F‘ro_tol;l
4 3

Install... Uningtall | Properties |

— Description

Allows your computer bo access resources on a Microsoft
network.

™ Show icon in taskbar when cornected

Ok | Cancel

7. Click on the TCP/IP option for setting the IP address for your computer. Set the IP
value, Gateway value, DNS value. After setting these parameters appropriately, click
OK to return to Network Component Type.

8. You can select the File and Printer Sharing for Microsoft Networks options to
allow the Access to your computer by other users connected to that network by
setting the computer sharing options. Click on OK.

9. After booting the computer, you have to draw out and re-insert the MagicLAN
Installation CD to be automatically installed. You can click Install Configuration
Utility to install our utility. Choose the appropriate language when a context box
appeared to choose utility’s language.

@ SAMSUNG MagicLAN Installation

I  ugicLAN &

[ ragiclan.com |

Install Configuration Utility

W

¥ou can Inst:

our can set up

10. You should reboot the computer to use our utility properly in the NT-based
OSs(Windows NT4.0, 2000, XP).
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11. After rebooting your computer, you can set up Wireless LAN environment by our
utility program provided. Refer to ‘Chapter 4’ in this manual.
< Method 2 — Installing software first >

1. If you insert the MagicLAN Installation CD into the CD-ROM drive, software
will launch automatically. Then, click on the ‘Install MagicLAN Driver’.

& SAMSUNG MagicLAN Installation

AP riaicl AN

[ magiclan.com|

Install MagicLAN Dxr:'.vex:“|

1 Card Driver

agicL&H is the registered Trademal

2. You can see the pictures of Wireless LAN Cards by model name.(SWL-
2000/2100N/E PC Card). Click on the model name to install it’s driver.

< SAMSUNG MagicLAN Installation

A AaoicL AN

[wwew.magiclan.com ]

ﬁ_ Install MagicLAN Driver ‘

3. Click on Operating System in the right screen in which you want to install driver.
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4 SAMSUNG MagicLAN Installation

TP rrugicl AN

[www.magiclan.com ]

Operating System

Wings, 90, Me, 24, XP

nstall the propar Diwer)

agicLAN isthe registered Trademark

4. After installing driver, insert card.

5. System recognize the card and you can click Yes in the “Digital Signature Not

Found” Message box.

6. The other procedures are same to 5~11 of < Method 1 - Inserting card first >
Cft.) The third method :

You can combine ‘Method 1’ with ‘Method 2’. In other words, after inserting
card into the computer, you can install driver and utility by using the installshield
instead, not by the inf file. In case of Windows 2000 and Windows XP, system will

recognize the card automatically during installation .

Notice that if you install a card after removing it in a Device Manager, you have to mark
the check box(“Do you want to scan for hardware changes?”’). The function is same to the

“Refresh” in ther Device Manager.
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3.6 Installation Procedure of Windows XP

Please follow the following steps one by one in order to install the PC Card successfully.

< Method 1 - Inserting card first >

1. Insert the PC Card into PCMCIA slot of your computer.
2. “Found New Hardware Wizard” appeared and the system looks for “Network
Controller”. Insert the MagicLAN Installation CD into the CD-ROM Drive.

Welcome to the Found New
Hardware Wizard

Thiz wizard helps you install saftware far:

SAMSUNG 11Mbps_wLAN_Card

\) If your hardware came with an installation CD
42 or floppy disk. insert it now.

wihat do you want the wizard to da?

() Install the zoftware automatically [Fecommended)
() Install fram a list or specific location [Advanced]

Click Mest to continue.

Cr Next)iu Cancel ]
3. You can find the “SAMSUNG 11Mbps WLAN PC Card” and system will copy

driver files. During copying the driver files, you can click Continue Anyway in the

‘Hardware Installation’ Message box.

4. Now driver files are fully installed to start the Wireless LAN Card’s operation.
Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finizhed installing the software for:

SAMSUMNG 11Mbps WLAN PC Card(3v)

Click Finish to close the wizard.

5. Check for the SAMSUNG 11Mbps WLAN PC Card on Computer Management

in the Administrative Tools of the Control Panel. If you find the Yellow sign on

the adapter, it shows the installation is not successful. In this case, select the adapter

and click on Remove. Restart your computer after uninstalling the driver to make
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Ll Computer Management

g File  Ackion Wiew window  Help
e a@EE8 @

I Computer Management (Local) = ___;, FUMEE-FIIITSU ~
= ﬁ System Tools + a Batteries

+ Ewenk Yiewer j Campuker
+ Shared Folders g Disk drives
+ S Local Users and Groups é Display adapters
+ 44 Performance Logs and Alerts

i DVDJCD-ROM drives
_.E..r Device Manager Floppy disk controllers

3 [-[ - [F- [

- @ Skarage + _g Floppey disk drives
¥ Remavable Storage +-{=%) IDE ATAIATAPT controllers
Disk Defragmenter + -2z Keyboards
Disk Management + '_')' IMice and other pointing devices
+ & Services and Applications + Q’ Modems
+ g Monitars

= Ihetwork adapters
HE SAMSUNG 11Mbps WLAN PC Card(3v)

+ Other devices

+ PCMCIA adapters

- Ports (COM &LPT)

+ ﬂ Processars

+-8), sound, video and game contrallers

< I3 + j System devices Z

6. Of the icons displayed on the right bottom of desktop, click on icon stated

Wireless Network Connection.

Connect to Wireless Network

The following nebwork[s] are available. To access a network, select
it from the list, and then click Connect.

Awvailable networks:
1 MNDTESTWEPO
HR 54 SIUNG_MagicLAN
1 wlan

1 firmteam =

If you are having difficulty connecting to a netwark, click Advanced,

[ Connect l[ Cancel ]

7. When you are using DHCP, just select the AP that you want to connect in the

Connect to Wireless Network above.

8. To manually set your IP address, WEP and some other configuration, click on
Advanced of the above picutre and then click Configure Available networks on
the Wireless Networks Tab . Set the SSID and parameters to be needed to modify
and then clicking on OK. The AP that you selected will be displayed on the
Preferred Networks.
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-4 Wireless Metwork Connection 17 Properties

General | Wireless Networks | Authentication || Advanced|

Lze Windaws to configure nip wireless netwark settings

Available networks:

To connect ta an available network, click Configure.

Configure

1 NDTESTWEPD
SAMSUNG_MagicLAN

Preferred networks:

Automatically connect to available networks in the order listed
below:

Move up

Move down

Add.. Remove Properties

Learn about setting up wireless network
confiquration.

- Wireless Hetwork Connection 17 Properties

General | Wirsless Netwarks | Authentication || Advancedl

Uge Windows to configure my wirelezs network, settings

Available network s

Ta connect ko an available netwark., click Configure.
i MDTESTWEPO

§ SAMSUNG_MagicLaN
1 wlan

Configure

Wireless Hetwork Properties

MNetwork, name [SS10]):

Wireless network kep [WEP)
This network requires a key for the following:

[] Data encryption PEP enabled)
[ Metwork, Authentication [Shared mode]

Fey format: ASCI characters | |
ey length: 104 bitz [13 characterz] :]

Fey index [advanced): EI

The key iz provided for me automatically

[ This iz a computer-to-computer [ad hac) netwark; wircless

access points are not uzed
D Cancel

d

0K

S

-+- Wireless Metwork Connection 17 Properties

Available netwaorks:

General | Wirsless Networks |Authentication || Advanced|

Use "windows to configure my wireless network. settings

To connect to an available netwark, click Configure.

1 MDTESTWEPRD

1 wlan

@ SAMSUNG_MagicLAN

A~ Configure
a

Prefered netwarks:

below:

Automatically connect to available networks in the order listed

1 SAMSUNG_MagicLAN

M owe up

M orve dovin

Add...

][ Remove ][ Froperties ]

configuration.

Learn about setting up wireless netwark

[ [l ][ Cancel ]

9. Next,

move to the General Tab. After the double click the
Protocol(TCP/IP)”, set the IP value, Gateway value and DNS value and click on

OK. All will be done by clicking on OK once more.

44

“Internet



L Wireless Hetwork Connection & Properties E]@

General | wWireless Mehworks | Authertication | Advanced

Connect using: r

B8 SAMSUNG 11Mbps WLAN PC Card(3v)

7 x|

You can get [P settings assighed automatically if your network. supports

this capahil\_l_l,l Dlhelww_se, you need to ask your network administrator for
This connection uses the follawing items: the appropriste IP settings.
% Client for Microsoft Metworks

() Obtain an IP addiess automatically
,@ File and Printer Sharing for Microzoft Network s

(@) Use the following IP address:
BQDS Packet Scheduler e ‘
T " address,
g [ntemnet Protocol [TCPAP)
Subnet mask;

[rezcription

Transmission Control Protacol/Intemet Pratocol. The default (@) Use the following DNS server addresses:
wide area network. protocol that provides communication

across diverse interconnected netwarks. Prefered DNS server

Altenate DNS server:
Show icon in notification area when connected

ok ] [ Cancel

< Method 2 — Installing software first >

1. If you insert the MagicLAN Installation CD into the CD-ROM drive, software will
launch automatically. Then, click on the ‘Install MagicLAN Driver’.

4 SAMSUNG MagicLAN Installation

TP rruoicL AN

[ magiclan.com|

Install MagicLAN Driver

2. You can see the pictures of Wireless LAN Cards by model name.(SWL-2100N PC
Card). Click on the model name to install it’s driver.
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4 SAMSUNG MagicLAN Installation

&P VugicLAN &

[www.magiclan.com ]

P, CE, Linwg

& SAMSUNG MagicLAN Installation

AP VaoicLAN

[wwwmagiclan.com ]

Operating System

Win95, 98, Me, 2K, XP &

S to install the proper Diver)

4.After installing driver, insert Wireless LAN card. You can click Continue Anyway in
the “‘Hardware Installation’ Message box.

5.The system recognize the Wireless LAN Card. If Found New Hardware Wizard

appears, just click Next to install the driver files.

6.The other procedures are same to 5~9 of < Method 1 - Inserting card first > .

Cf.) The third method :

You can combine ‘Method 1’ with ‘Method 2’. In other words, after inserting
card into the computer, you can install driver and utility by using the installshield
instead, not by the inf file. In case of Windows 2000 and Windows XP, system will

recognize the card automatically during installation .

Notice that if you install a card after removing it in a Device Manager, you have to mark
the check box(“Do you want to scan for hardware changes?”). The function is same to the

“Refresh” in ther Device Manager.
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[ Use of Our company’s Utility in Windows XP |

You can also set up the Wireless LAN by the our company’s utility program instead of

Windows XP’ utility program.

After booting the computer, you have to draw out and re-insert the MagicLAN
Installation CD to be automatically installed. You can click “Install Configuration
Utility” to install our utility. Choose the appropriate language when a context box appeared
to choose utility’s language.

& SAMSUNG MagicLAN Installation

AP AuoicLAN

[wwwe magiclan.com |

4

Install Configuration Utility

W

Co., LTD. All Rights Reserved. MagicLAN is the registered Tradema

You should reboot the computer to use our utility properly in the NT-based OSs(Win NT,
Win 2000, Win XP).

- If you click the icon  on the right bottom of the desktop, you can see the
current state of the Wireless LAN.

- Click on Option of the General settings on the bottom of the Utility and mark
“Manage the Wireless Control by this utility under WinXP”. For more details,
refer to ‘Chapter 4’ in this manual.

- If you want to use Wireless LAN Ultility + in the system of Windows XP , be
sure that the mark of “Manage the Wireless Control by this utility under

WinXP” of the our company’s utility program is removed.
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3.7 Installation Procedure of Windows CE

A. Summary of Installation
1. In infrastructure mode, install Access Point(AP) first.
2. Using ActiveSync to use installation CD, connect PDA to host PC that has CD-ROM.
3. Install MagicLAN driver and utility program using the installation CD.
4. Make sure IP address, DNS information, SSID or other values of network parameters
that are appropriate to PDA, and start to set up using utility program.

B. Installing PDA Software using installation CD from Host PC

1. Connect PDA and host PC that has CD-ROM using ActiveSync. During the
connection, choose "No" as shown in below picture. If you can see the second picture
shown below, the connection is thought to succeed.

E x|

Set Up a Partnership

Befare you can synchronize information between your
mobile device and this computer, you must set up a
partnership between them.

Wiould you fike to g2t up a partnership?

" Yes

Set up a partnership zo that | can spnchronize
iskasmagtion between my device and this computer,

=10l

4 Microsoft ActiveSync

File Yiew Tools Help

| dan't want ta synchronize information. Set up my

device as a guest sa that | can copy or mave @ °

information between my device and this computer. Sync Stap Details Explre Opfians

Guest
Connected @

‘ Mext >%J Cancel | Help ‘

Note) You can find the connection process of ActiveSync from the manual of you PDA.

However, you can find a latest version of ActiveSync program from Misrosoft website
shwon below :
<http://www.microsoft.com/mobile/pocketpc/downloads>

2. If you insert MagicLLAN installation CD, the program automatically starts. Click
'Install MagicLAN Driver'.

Note) In case of WindowsCE 'Install MagicLAN Driver' item will install both driver and
utility program at the same time.
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4> SAMSUNG MagicLAN Installation

AP aoicL AN

[ ragiclan.corm ]

Install MagicLAN Driver@

IagicLAN is th

3. You can see pictures according to model names of MagicLAN cards by choosing
products. To install driver, click a MagicLAN model name that you just want to install.

& SAMSUNG MagicLAN Installation

&P NagicLAN (€

[ Mmagiclan.com ]

ard 4y

CE, Linux)y

MagicLAN is th

4. Click an operating system of your PDA shown in the right box.

AP aoicLAN

[wwe magiclan.com ]

SWL-2000/2100 PC Card
CE, Linus)

Operating System

Win CE 3.0 HPC

Note) When you start to install, just make sure the version of WindowsCE and check

whether you PDA system is Handheld PC(HPC) or PocketPC(PPC). If such information
is not correct, utility program may not operate well. To check the version of WindowsCE,
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see the system information of your PDA or consult the manual of your PDA.

Here are basic pictures of initial screen after your PDA is on. Left picture represents for
HPC and right for PPC.
= -

Tuesday, April 03, 2001
today mms

Tap here to set owner information

[ Mo upcoming appointments

Mo unread messages
Mo Unsent messages

Mo tasks

|sta| [Bawmm @ New Bg i Ok
<Handheld PC > < Pocket PC >

5. Now MagicLAN installation program starts to operate. Just click 'OK' to proceed until
the end of installation.

-:- Add/Remove Programs lXJ

Select a program's check box if you want to ingtall it on pour
mobile device, or clear the check box if you want ta remaove the
program from yaur device.

Mote: If a program that you inztalled is not listed, the program was
not designed to be uzed on your mobile device.

Installing Applications
Install "MagicLAM SWL-2100r PC Card for CE300 HPC" using the default application install directory?

Yes Mo | Cancel

Space required for selected programs:
Space available on device:

¥ Install program into the default installation folder

Remove from both locations
To remove the selected program from bath
your device and this computer, click Remove.

I |

C. Network Setup of PDA

C.1 HPC(HandheldPC)

1. After finishing installation as shown in B, insert MagicLAN card into appropriate

slot of PDA. Then a dialog box appears as shown below. Type IP address and DNS
information into the dialog box.
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‘Samsung 11Mbps WLAN PC Card 2100N' Settings [oK]

IP Address |Name Servers

An 1P address can be O Obtain an IP address via DHCP
automatically assigned to this .
computer. If your network does @ Specify an IP address:

not automatically assign IP

1P Address: 166 . 79 . 60 . 106
addresses, ask your network
administrator for an address, Subnet Mask: 255.255.255. O

and then type it in the space

provided. Default Gateway: 166. 79 .60 . 1

My Messe... Microsoft
Compu... i,

o & Magicl AN
=~ Mulimedia
» [~ Toolbox

fa Programs

b Favorites
'Documents * # command Prompt
[F settings »| & Inbox

& Internet Explorer
© Media Player

3 Messenger

B Microsoft WordPad

2 windows Explorer

C.2 PPC(PocketPC)
1. After finishing installation as shown in 2, insert MagicLAN card into appropriate
slot of PDA. Then a dialog box appears as shown below. Type IP address and DNS

information into the dialog box.
Em Settings 4:10a (ok
Samsung 11Mbps WLAN PC Card Z2100N

(7) Use server-assigned IP address
(@) Use specific IP address

TP address: [166. 79 . 60 .104
Subnet mask: (255,255,255, 0
Default gateway: |166. 79 , 60 . 1

izl Addrass|Name Servers‘
123[1]2][3[4[5][6][7[B]9][0]-]
Tab[g[wle[r [t [y uli[o[p]|
CAP[a[sd[fla[h[i[k]I]:]
shittf z[x[c[v][b[n[m][,].]
Clai] - [4] [+]1

2. Click shortcut shown below to execute utility program.

) | Start £ | Programs 4:05a

LEREM@ April 03, 2001 .@ @ =B
$3 Today (N 22
[l calendar Games Backup Calculatar
Contacts et information
4 Inbox tments @ e

Internet Explorer - Connections File Explorer Infrared  |S

E
Notes L ¢ Receive
Tasks — 5 @ r
- " -l

@ Windows Media MagicLAM Microsoft Microsoft
Programs% Utility % Money Reader L
(@ Settings /‘Q E
® Find... Pictre  Pocket Bxcel  Pocket =
o Help . iEwer ] M
e B & (1K B~

D. Using Utility Program
Utility program is executed shown below.
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@ MagicL AN Configuratic 4:03a lo:kl

ESSID | MagicLAN

Channel : 13

MagicLAN Configuration m

Status [Setting | WEP | About

MAC Address © 00001640000

Metwork Mode © Infrastructure
ESSID : MagicLAN

Channel : 13
MAC Address @ 0000f0&40000
Metwark Mode : Infrastructure
tink qualtty : (NN Status|Setting| WEP ‘About|
=B
< Handheld PC > < Pocket PC >

THough the shape of utility program running on HPC is different from that on PPC, the
operation of both is the same. The way of using utility program on HPC is explained here.

D.1. Status Tab
Status[1Tab represents the current connection status of MagicLAN card.

MagicLAN Configuration m

Statuz [Setting | WEP | About

ESSID : MagicLAN
Chanrel : 13
MaC Address : 0000f0&40000

MNetwark Mode : Infrastructure

Link Quality : Illllllll

- ESSID : represents the name of wireless network group.

- Channel : one of channel values that is used to connect wireless client to AP or
another client. If network mode is infrastructure or 802.11 ad-hoc, wireless client
searched appropriate channel automatically. However, if network mode is ad-hoc, the
channel value of wireless client should be set to be the same as that of another wireless
client to connect.

- MAC Address : represents a unique MAC address of MagicLAN card.

- Network Mode : infrastructure to connect other wireless clients through AP,
802.11Ad-hoc/Ad-hoc to connect other wireless clients as a peer-to-peer method. More
specific explanation is shown in 'Setting' tab.

- Link Quality : shows the status of link connected to network

D.2. Setting Tab
You can change the configuration of MagicLAN card. After changing the values, to
make sure that the values are applied, click 'OK' button and then PDA needs to power
off and on again or to extract the card and reinsert it.

D.2.1 ESSID
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MagicLAN Configuration  [i4
Status | Setting | WEP | About

ESSID IMaG\CLAN
Met Mode IInfrastrutthe :
Tr Rate IFtu ALt :

a name of logical wireless
netwaork group that your
computer is about 1o join now,

You can change ESSID. Be careful to insert exact ESSID to connect AP or wireless
client. Upper and lower characters are distinguishable. If you use '"ANY" or 'any', your
system will try to connect to nearby AP or wireless client randomly.

D.2.2. Net Mode(Network Mode)
| status | setting | wER | About |

ESSID IMagicLAN
Met Mode : IInfrastruciure :I

Infrastructure >,
Ad-hoc

902,11 Ad-hoc
communication between wireless
and wired clisnts using an access
point.

- Infrastructure : is used to connect to network through AP

- Ad-hoc : is used to connect wireless client in network without AP. You can
connect to ONLY MagicL AN cards in this mode.

- 802.11 Ad-hoc : is used to connect wireless client in network without AP. You can
connect in this mode to wireless LAN cards other than MagicLAN cards that comply
with IEEE 802.11b standard.

D.2.3. Tx Rate

| Status | setting | WEP | Abaut |

ESSID : IMagiELAN
MNet Made : IInfrastructJre :I

TERate Fully Auto -

Fixed 2 Mh/s -
[ T}.( Flaum Select 1 or 2
AUIRMEHE. ool 5 5 Mb/s
Fixed 11 Mb/s
=

You can choose wireless transmission rate. Default is 'Fully Auto'.

D.3. WEP Tab
You can use WEP option to encrypt transmission data. After setting WEP values,
click 'Write' button, and then PDA needs to power off and on again or to extract the
card and reinsert it. Make sure the WEP keys between AP and wireless client must be
the same to guarantee encrypted transmission.

D.3.1. WEP Mode
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MagicLAN Configuration m

| Status | Setting| WEP | About]
|Open EI
|

Default Key:
Jrey 1 [] Joooooanoao

- Disable : disable WEP mode

- 40 bit : encrypts data with 40bit keys, using 4 key IDs, each of which needs 10
hex values

- 104(128)bit : encrypts data with 104(128)bit keys, using 1 key ID, which needs
26 hex values

D.3.2. Authentication Mode

| Status | Setting | wWEP [ About |

[«0bi [+] |open
rasaphrase Open g

Erared |

Default kKey:

IKE}I’ 1 :I IDDDDDDDDDD

You can select one of two modes of authentication. When you want to use WEP, you
can change this mode.

- Open : Default value. If you set the values of WEP keys of AP to be different
from those of wireless client, communication will fail even though connection to AP
succeeds.

- Shared : Only if the values of WEP keys of AP are the same as those of wireless
client, communication succeeds.

D.3.3. Pass phrase
| Status | Setting|  wEP | About|

Jaobit [=| Jopen [+]

PassPhrase
“wep Generate |

Default Key:
frey 1 =] |oE778453FS

You can generate 40bit or 26bit WEP keys without entering all hex values using the
same 'Pass Phrase' between AP and wireless client. After typing pass phrase, click
'Generate' button. Then WEP keys will be generated. This option is used ONLY
among MagicLAN products.

D.3.4. Key ID
You can modify the values of specific WEP key ID.
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MagicLAN Configuration m MagicLAN Configuration m

| status | setting | WEP | About | | status | Setting WER | About |
Jaobit [=] Jopen [=] | 40 bit [open
PassPhrase PassPhrase
“ Generate | “ Generate
Default Key: Default Key:

IKE!)I' 1 :I ZE77B453F5 k

D.4. About(] Tab

oot

Utilty Wersion @ 1.12

Driver Version @ 3.68

Copyright () 1999-2002.
Samsung Electro-Mechanics Co,,Ltd

All Rights Reserved.

You can see the version information of MagicLAN driver and utility program.
(The number of version in this picture may be different from that of you product.)
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3.8 Update of MagicLAN Wireless LAN Card Driver
1. After inserting the MagicLAN Installation CD, click the Install MagicLAN Driver
and select the Card and Operationg System that you want to update in.

2. If selection box appears, select ‘Reinstall MagicLAN Software’ between ‘Remove’

and ‘Reinstall’.
InstallShield Wizard

Setup Type

Choose the setup type that best suits your needs.

kagicLaM Software i already installed in this system!

< Back Mext > | Cancel

3.9 Removal of MagicLLAN Wireless LAN Card Driver

(Adapter Removal)
Click like followings :

> All Programs -> MagicLAN -> MagicLAN Driver -> Remove
MiniPCI Card adapter.

Select ‘Remove all MagicLAN Software’ and click Next.

Setup Type

Choose the setup type that best suits your needs.

MagicLaM Software is already installed in this system!

* Remove Configuration Utlity Scftware

" Reirstall Configuration Utlity Software

< Back Mext > | Cancel
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(Utility Removal)

Click like followings :

-> All Programs -> MagicLAN -> MagicLAN Utility -> Remove Utility
Uninstall.

Select ‘Remove Configuration Utility Software’ and click Next .

Setup Type
Chonze the setup tupe that best suits your nesds.

MagicLAM Software 1z already installed in this spstem!

* Remove Configuration Uity Software

" Reinztall Configuration Utility Saftware

< Back Mest » | Cancel

(cf) If you want to just remove the WLAN Card from the PC, click = and Stop
SAMSUNG 11Mbps WLAN PC Card icon the right bottom of your computer screen.
Then you remove the WLAN Card after clicking the OK button on the message,
‘SAMSUNG 11Mbps WLAN PC Card can now be safely removed from the system’

« W . pC CARD(PCMCIA)Status’ icon (Windows 98)
#% & . Safely remove hardware’ icon (Windows ME , 2000, XP)

In the case of Windows NT4.0, right click on the Network Neighborhood using the
mouse and eliminate the ‘SAMSUNG 11Mbps WLAN PC Card’ on the Network
Component.
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4. The Program For Setting MagicLAN

4.1 The concept of Profile

- TCP/IP settings for the fixed networks/Wired LAN have no problems, as they do
not deal with the mobility. But in case of mobile equipments such as WLAN card,
when WLAN client has moved from home to Office or vice-versa, the difficulty for
using the old TCP/IP settings arises.

- The concept of profile makes it easy to use the same TCP/IP settings for WLAN
cards regardless of the movement.

- Profile can be selected again with ease if it were saved. Saving the settings for
WLAN and TCP/IP as a Profile, it is easy for user to select and use one of the
saved profiles, especially, it can be used quickly without rebooting your computer
while the settings for TCP/IP is updated.

4.2 Installation Procedure

First time use of WLAN on your computer needs the following settings.

WILAN Configuration Utility

=0 Apply Edit

@
I Profile |I Status II 56‘!!"'?“' I[ Yersion I

1. Insert your WLAN card. After clicking on the icon & , which is found at the right bottom
your computer screen, ‘“Please create your first network profile now” window will appear. Click

‘Y’ button for yes and the following window will appear. cf) The above message will not be

appeared in the Win XP. Make a Profile with clicking ‘New’ button.
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Profile Mame © SAMSUNG

Description Electro-Mechanics

type a description for the profile,

Profile

| [ | cancel |

2. Input a profile name in Profile Name and description for your
profile name in Description and click the NEXT button, the following

window will appear.

Profile

Profile Wizard - Step 2/6

Select the operating mode of your new
profie,

Operating Mode  [infrastructure =

202,11 Ad-hoc
Ad-hioc

a network mode to provide
comrmunication between wirsless and
wired clients using an access point.

Profile

| Back | Mext: | | Cancel |

3. Select the Operating Mode to use and click the NEXT button.

Default operating mode is Infrastructure.
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- Infrastructure Network is the structure that the communication between Wired LAN and
Wireless LAN is feasible. Wireless client is possible to access to the other Network
(include Internet) via Access Point.

- Ad-hoc/802.11Ad-hoc Network support the communication among Wireless clients. Due
to the support of communication among Wireless equipment, Ad-hoc Network doesn’t
need Access Point. (cf. 802.11 ad-hoc is satisfied with the 802.11 specification)

> Profile

Profile Wizard - Step 3/6

Access Points in range
Name : MagicLAN )
Signal : 100% Rate ; 11 Mbps Channel : S
Skatus @ AP BSSID @ 00:02:78:e0:4e:7d WEP : Off
Name : NDTESTWEFPO
Signal : 100% Rate : 11 Mbps Channel : 1
Status : AP BSSID @ O0:A0:1d:21:a4:77 WEP @ On
Mame : firmteam
Signal : 100% Rate ; 11 Mbps Channel : 9
Status @ AP BSSID @ 00:02:e0:78:09:a5 WEP ¢ OFF
Name : nespot108
Signal : 80% Rate ; 11 Mbps Channel : 3
Status @ AP BSSID @ O0:02:78:el:400a3a WEP ¢ OFF “
| SCAN | | | CAMCEL :|

4. If you clicked on the Survey, the above window will appear showing
you Access Points or Stations (Ad hoc) that are able to connect now.

Select the AP that has the highest signal to use as an SSID.
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? Profile

Profile Wizard - Step 4/6

WEP Mode :  |Disable -

-

40 bit

1040122 hit
Revt [Ccear |
Key 2 :
Key 3. j

Key 4.

an encryption scheme that provides secure
Profile wireless data communication to the users,

| Back | mext- | | cancel |

5. Select the WEP Mode and Click the Next button.

- WEP Mode

® This is security tool to protect your DATA from unauthorized users.

® To use the function of WEP, The WEP key settings for client must be same to that
of AP in the Infrastructure Mode, and the WEP key settings must be same for all
clients in the Ad-hoc/802.11Ad-hoc Mode.
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Profile Wizard - Step 5/6

Profile

" Ohtain an IP address automaticaly
* LUse the following IP address

IP Address . 166 .79 . 60 , 77
Subnet Mazk 295 .235 .295 . 0
Default Gateway: | 166 . 79 . 60 . 1

~
&+ Lse the following DMS server addresses

Primary DS 203 .241 .132 . 34|
§ec0ndar\; DNS 0o .0 .0 .0

| Back | mest: | | cancel |

6. Enter a valid IP address. IP address can be allocated automatically. (cf. it is limited to users
who use the DHCP server or ADSL connection). As only checked in ‘“Manage TCP/IP

together with Profile”, IP address can be controlled in the Profile. This menu does not appear

under MS Windows NT. Click NEXT to see the following window.

Profile

Profile Wizard - Step 6/6

Profile

A

Profile creation completed!
Result:::

Profile narne: SAMSUNG -
Operating rmode: Infrastructure F
SSID(Metwork name) [MagicL A

Wep :Disable

IP address :166.79.60.77

Subnet Mask :255.255.255.0

Default Gateway ;166.79.60,1

Primary DS Server ;203.241,132.34

b

[ after creating the profile, apply this setting.:

To accept the settings, click the Finish,

| Back | Finish | | cancel |

7. Showing you the settings selected so far. Click the Finish button.

» Check on this box. It will work on the system after clicking the Finish button.
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Profile

» SAMSUNG

b Electro-Mechanics

Edit Delete

:..
IPr

8. Click the Profile name shown in the above window click the Apply
button. The settings will be over. If the IP address entered in the
system settings is different than the IP address selected under
profile name, system IP settings will be changed without rebooting

your system.

63




5. The main configuration of Program

During the installation of your SAMSUNG WLAN Card, configuration utility is also
installed. You can see the icon at the right bottom of your screen. Double clicking that icon

will show you the screen as shown below.

m Current. Status

Bl

lisatiled
il=d

The following describes the meanings of variables shown in the WLAN configuration.

Profile: The arbitrary designation by user. It is the profile name to distinguish each
Profile. So when you set the Profile, you would better choose the name that can
send the contents it has.

Link Status: you Link Status shows a client connection state with AP (In
Infrastructure mode) or with other clients (In 802.11Ad-hoc Mode).

SSID: It represents the name of a group consisting of WLAN users only. It is also
called ESSID.

Operating Mode: There are three Modes. Infrastructure Mode (the connection
among clients through an AP), 802.11Ad-hoc/Ad-hoc Mode (direct connection
among clients)

BSSID: It shows the Physical Address of WLAN card inserted in AP in the
Infrastructure Mode and the Random Generation value in the 802.11 Ad-hoc Mode.
Channel: It shows channel number in use for communication between AP and
client or among clients. When the Network Mode is set to the Infrastructure or
802.11Ad-hoc/Ad-hoc Modes, it searches a channel automatically.

WEP: Security tool to be used for encryption/decryption of data to be exchanged
between clients or between clients and AP. It denies the authorized access to
network if WEP is enabled.

Power Saving: The Power Saving Mode that prolongs the life of battery.
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® Physical Address: It is the Physical address of WLAN card being used by user.
This is also the MAC address of the WLAN card.

® [P Address: Address used to send data from one computer to another to create the
network of several computers. IP address is unique for every network card installed
on a computer to identify it from other computers.

® Subnet Mask: It is an address that enables along with an IP Address to share a
network Address within the LAN of company.

® Gateway: The network point playing a role as a gateway to enter the other network.

® DNS: It is the system that transforms the name of an Internet domain to the
corresponding IP Address. IP Address is actually needed to locate a
computer/server on the Internet.

® Adapter Name: It shows the kind of WLAN card that the user is using now.

The following description is the fundamental installation of WLAN Card.

5.1Profile

? Profile

» SAMSUN

= Apply

You can modify your wireless environment four buttons on the bottom of Utility.

5.1.1 The ‘New’ button
Clicking the New button, you can add or make a new Profile.
(Refer to “The Program For Setting MagicLAN’ in the Chapter 4)

5.1.2 The ‘Apply’ button
Select and click a Profile to be used, then the saved or modified profile settings will be used

for configuring your WLAN card.

5.1.3 The ‘Edit’ button
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Clicking the Edit button or the Profile name that was created previously, you can modify
that Profile.

? Profile

Edit Profile

General |WEP | Advanced | TCP/IP |

—Identfifier
Profile Mame @ [SAMSUNG

Description : ‘Electro—Mechanlcs

~General Options

Operating Mode © [infrastructure |
581D : MagicLAN
Channel : |1u Ll
T Rate : | Autamatic =1
Edit Profile | Save As | | o] 4 | | Cancel

- Click the WEP button to set the security.

Profile

Edit Profile

General WEF | Advanced | TCPAP |

WEP Mode IDisabIe 'I

Dizable

— Fep Seth
G FTiT
™ Generaie W 10401 29 bit
Fazsphraze : Generate
Keyp1:

; Bp2:
‘ Pr Keyp3: IK'E-'V"I jv
Keyd:

Edit meile| Save Az | | [’ | | Cancel

1. First of all, select the ‘40 bit’.

2. Check a “Generate WEP Key using Passphrase” box and input a certain value (ex.
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testl etc) in the ‘Passphrase’ and click the Generate button. Then it will make four values
of keys automatically.

Profile

Edit Profile

General WEP | Advanced | TCP/IP |

WEP Mode A0 bit
Key Setting
v Generate WER Kep using Passphrase

Pazzphrase : Generate

Keyl:

Jol

Clear
a kep?:
‘_P Keyp3:
Keyd :

| Save bz || [l || Cancel |

3. Then you set the same value to the WEP of AP. (cf. If you use the WLAN made from

other company, you must set the same values in the four keys)

- You can set the ‘Power Saving’ and ‘Threshold’ with clicking the Advanced button.

=71 Profile

Edit Profile

General | WEP  Advanced | TCP/P |

Power Saving | J
RTS/CTS Threshold: |Oﬁ -

HIE!EH gtatlnn

| Save bs || 0]8 || Cancel |

1. Power Saving Mode saves the Battery. (cf.. it can give a lowing of
efficiency according to 802.11Specification)
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2. RTS/CTS Threshold Mode is better used in the place surrounded with much
RF interference.

- Click the TCP/IP to input the IP directly or receive IP automatically.

Profile

Edit Profile

General | WEP | Advanced TCPAP |
(~ Obtain an IP address autormatically
t+ [Ise the tollowing [P address:
P &ddress | 166 . V9 . BOD . V7
Subnet Mask | 25 285 285 . 0
Default Gateway | 166 . 79 . GO, 1
~
t+ Use the following DNS server addresses
Primary DMS Server [ 203, 241 132 | M
Secondary DMNS Server : [ o, 0 .0 .0

Save As | | K | | Cancel

5.1.4 The ‘Delete’ button

Select a profile and click on Delete button to remove that profile.

5.2 Status

68



Profile

» SAMSUNG

¥ Electro-Mechanics

=0 spply Edit

a
‘Lﬁlel Current

Status

AP Status

Site

Survey

Skatiz-
tics

Status

5.2.1 The ‘Current Status’ button
It shows the current state of the WLAN card. (Refer to the * The main configuration of

Program’)

5.2.2 The ‘AP Status’ button
It shows the current state of AP. (You can see the IP address changed by the Get Status
button)
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I Profile |I Status II Eﬁel"l-"a' ]I Version I €]

Model: It shows the name of model.

Version: It shows the version of AP.

Description: It is the name of AP designated by AP manager during AP setup.
NAT: It shows whether the private IP address (NAT server) is enabled or not.
DHCP: It shows whether the DHCP sever is enabled or not.

Clients number: It shows the number of users currently connected with the AP.

Internet connection: It is the connection type with outer network (LAN, ADSL,

ISDN etc.).

IP Address: It shows whether the IP address is from DHCP server or NAT server.

® Connected Status: In case the connection type with the outside network is of
ADSL/CABLE type, it shows the connection state between AP and ASP service.

® IP: It is the IP address of the AP.

5.2.3 The ‘Site Survey’ button
It finds you the AP/Station that are connected currently. (It takes a few seconds to be done)
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Signal: It shows the connection state of Stations with AP or Master Station.
Rate: It shows the Tx Data rates.

WEP: It shows security state with the AP.

BSSID: It represents the Physical Address of AP in the Infrastructure Mode and
the Random Generation value in the 802.11 Ad-hoc Mode.

® Channel: It shows the currently used channel number.

5.2.4 Statistics
It shows the state of the data transmission. (You can regulate the graph to be see clearly
with the settings of the MAX bps on the right side of bottom)

(i Statistics

Signal Strenoth

92 bps) 5

5]
B —— EREEERREERE:
I Profile | I Status ‘ I EG‘!!“!?“' II Version l

5.3 General Settings
5.3.1 The ‘DHCP’ button
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- It works when it is enabled.

- The Get Status button shows the updated information obtained from the DHCP server.
- The Release DHCP button releases the IP Address that was received from the DHCP
server.

- The Renew DHCP button is for receiving the IP Address from the DHCP server.

5.3.2 The ‘Options’ button

%3t Options

Sound Enable

Man

YWelcome

Contral by this

]I General II Version |

o " 5
I Profile 1[ Status

- If you disable the check from the ‘Sound Enable’, you cannot hear the sound whenever
you click.

- If you disable check from the ‘Manage TCP/IP together with profiles’, you cannot control
TCP/IP in the utility. You can just modify TCP/IP in the Network Neighborhood.

- If you check the ‘Do not show the Profile Wizard Welcome message’, ‘Welcome message

does not pop up in case of set or add the Profile.
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5.4 Version

1.49

1.05

ww.magiclan.com,’

- You can see the Driver and Firmware version for your WLAN card currently in use.
- Click the Website to get more information about WLAN.
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6. Troubleshooting

To make the installation of SAMSUNG WLAN Card more users friendly, we have

suggested following the installation steps one by one as listed in the section 3 and section 4.
Still you encounter some problems while installing the WLAN Card or you want to confirm
whether your card is installed properly or not, we have listed the procedure for checking the

various components after you have installed the card.

. . . v . . .
Q. Wireless connection icon shows in the Task bar and Wireless connection

unavailable message appeared.

It's because property setting is wrong. Please check these contents.

Al. Check if there’s right network name in the Available networks in the client PC.
Network name should be same in the infrastructure mode(using AP) as well as in the Peer-
to-Peer mode. Wireless LAN’s network name distinguish a uppercase letter frome a
lowercase letter.

A2. Check if you are using the same WEP string. And you must use the same WEP key.
Please ask network manager about the Access Poing’s WEP string and key.

A3. Check if you are in the range of the Access Point.

A4. Reinstall the driver using MagicLAN Software CD if driver dosen’t work.

Q. Samsung’s tray icon in the task bar shows red color .

A. This is same to above question. Please refer to the above A1~A4.

Q. Link Status is excellent, but I can’t connect to the network.
If TCP/IP setting is not properly established , you can’t connect to the network.
A. Check TCP/IP setting.
When you are using DHCP server, if allocated IP address is insufficient, you can’t use

network. In a case like this, please ask the network manager.

Q. A system identify the Wireless LAN Card, but I can’t connect the network.
If there’s many network adapter in the system, wireless LAN may not work

properly.
A. Open Device Manager and set disable the unused network adapter(PPP adapter ,etc.) by

clicking right mouse.

Q. I want to use Samsung client utility in the Windows XP. But, we can’t set up correctly.

A. Windows XP provides each configuration utility of LAN and Wireless LAN by OS in
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itself. In case of this, you must select the “Manage the Wireless Control by this utility
under WinXP” in the Option menu of General Settings in the Samsung client utility.

Q. I can’t see the TCP/IP informations in the MagicLAN Utility.
A. It’s related to a file, IPHLPAI.dII. Please reboot the system.
There maybe some systems that don’t show their IP, Subnet Mask, Gateway, DNS, Adapter

Name.

Q. When we use IPX/SPX protocol with NETWARE CLIENT, we can’t connect to the
network game like STARCRAFT and local server.

A. In case of Windows 2000, please click Start — Settings — Control Panel — Network and
Dial-up Connections(double click)’. Click a right mouse button on the Local Area
Connection menu and select Properties. Then, you need to double-click NWLink
IPX/SPX/NetBIOS Compatible Transport Protocol and then change Frame Type from
Auto Detect to Ethernet 802.3.

In case of Windows 98, please click Start — Settings — Control Panel — Network(double
click)’. Then, you need to double-click IPX/SPX-compatible Protocol ->
SAMSUNG ... and then change Frame Type from Auto to Ethernet 802.3 in
theAdvanced tap.

Please refer to the website: http://www.magiclan.com/product/magiclan/support/fag.htm about

other detailed questions.
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